
STAR BLUESTAR BLUE
Good quality diamond and good 

cutting value

SIZE DM85B Cat #

12” x .110 x 1” 70504

14” x .125 x 1” 70520

18” x .125 x 1” 20649

20” x .125 x 1” 20651

DELUX-CUTDELUX-CUT
Basic quality diamond and 
economical cutting value

SIZE DM85D Cat #

12” x .110 x 1” 20887

14” x .125 x 1” 20888

18” x .125 x 1” 20908

20” x .125 x 1” 20924

STANDARD GOLDSTANDARD GOLD
Better quality diamond and better cutting value

SIZE DM80S
Cat #

DM85S
Cat #

DM86S
Cat #

DM87S
Cat #

10” x .110 x 1” 11947 11948 11949 11950

12” x .110 x 1” 11952 11954 11955 11956

14” x .110 x 1” 11959 11961 11964 11965

14” x .125 x 1” 22087 18360 36413 30441

16” x .125 x 1” 76800 74823 76801 11968

18” x .125 x 1” 28288 11973 11974 20122

20” x .125 x 1” 11976 11977 11978 11979

24” x .140 x 1” 40793 40794 40795 40796

Diamond Depth:
.440” (11mm)

Segment Height:
.540” (14mm)

Diamond Depth:
.375” (10mm)

Segment Height:
.475” (12mm)

Diamond Depth:
.250” (6mm)

Segment Height:
.350” (9mm)

BRICK & BLOCK

For use on masonry 
and block saws

1” arbor blades come with 20mm bushing

MASONRYMASONRY BLADES BLADES

Diamond blades are cooled with 
air by using intermittent cutting.  
Blades can be used with water.
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Masonry Blade Specifications:
DM80-Hard materials, hard brick-fast cutting
DM85-General purpose, combo brick/block
DM86-Combo brick/block
DM87-Abrasive brick/block
*Not recommended for cutting reinforced concrete



Silent Core Masonry Blade
Laser cut harmonic dampeners 
reduce vibration. Noise is reduced 
by -10dB

Special laser anchor slots near the 
segments provide for increased 
noise reduction and helps
in the prevention of core
cracking

HEAVY DUTY ORANGEHEAVY DUTY ORANGE
Very high quality diamond and longer cutting life

SIZE DM80H
Cat #

DM85H
Cat #

DM86H
Cat #

DM87H
Cat #

10” x .110 x 1” 11817 11819 11820 11821
12” x .110 x 1” 11825 11827 11828 11829
14” x .110 x 1” 11847 11850 11853 11855
14” x .125 x 1” 11859 11861 11862 11864
16” x .125 x 1” 21697 11876 21421 46214
18” x .125 x 1” 11879 11881 11883 11884
20” x .125 x 1” 11893 11895 11897 11898
24” x .140 x 1” 40797 40798 40799 40800

PREMIUM BLACKPREMIUM BLACK
Highest quality diamond and longest cutting life

SIZE DM80P
Cat #

DM85P
Cat #

DM86P
Cat #

DM87P
Cat #

10” x .110 x 1” 11904 11905 11906 11907
12” x .110 x 1” 11908 11909 11910 11911
14” x .110 x 1” 11917 11920 11921 11922
14” x .125 x 1” 22109 14644 11925 21993
16” x .125 x 1” 11930 11931 38115 53034
18” x .125 x 1” 18611 11935 11936 11937
20” x .125 x 1” 11940 11942 11943 11944
24” x .140 x 1” 40801 40802 40803 51752

PREMIUM BLACK PREMIUM BLACK Silent CoreSilent Core

SIZE DM80PSC
Cat #

DM85PSC
Cat #

DM86PSC
Cat #

DM87PSC
Cat #

14” x .125 x 1” 66640 66656 66660 66664
18” x .125 x 1” 66641 66657 66661 66665
20” x .140 x 1” 66642 10099 66662 66666
24” x .140 x 1” 66643 66659 66663 66667

HEAVY DUTY ORANGEHEAVY DUTY ORANGE Silent Silent 
CoreCore

SIZE DM80HSC
Cat #

DM85HSC
Cat #

DM86HSC
Cat #

DM87HSC
Cat #

14” x .125 x 1” 66587 66644 66648 66652
18” x .125 x 1” 66637 66645 32040 66653
20” x .140 x 1” 66638 66646 66650 66654
24” x .140 x 1” 66669 66647 66651 66655

Diamond Depth:
.295” (7mm)

Segment Height:
.395” (10mm)

Diamond Depth:
.250” (6mm)

Segment Height:
.350” (9mm)

Masonry Blade Specifications:
DM80-Hard materials, hard brick-fast cutting
DM85-General purpose, combo brick/block
DM86-Combo brick/block
DM87-Abrasive brick/block
*Not recommended for cutting reinforced concrete

BRICK & BLOCK

For use on masonry and block saws

MASONRYMASONRY BLADES BLADES
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