
• Rigid high strength 3/16” steel box frame with heavy bar 
reinforcement

• Two position tilt handle bars
• Four power options offer versatility and convenience
• Screw feed raise and lower with optional power raise and lower
• Cyclone air filter on gas models
• Positive gear drive to rear axle via Eaton hydrostatic transmission

Includes:
HP), Frame lift, Cutting depth indicator, Quick disconnect blade flanges, 
Telescoping front pointer

Delivers the Power of a 
Large Saw In a Compact 
Frame

CC2500CC2500 MEDIUM WALK BEHIND SAW MEDIUM WALK BEHIND SAW

Blade not included

Max. Depth of Cut with 14” Blade 4-5/8”
Max. Depth of Cut with 20” Blade 7-3/8”
Max. Depth of Cut with 26” Blade 10-3/8”
Blade Shaft RPM Varies
Blade Shaft Diameter 1-1/2”
Arbor Size 1” with single drive pin

Blade Shaft Drive
4 belts on 20.8HP,
5 belts on 25HP

Blade Mounting Right or Left
Transmission Eaton Model 7
Drive Speed 0-130 feet per minute
Fuel Capacity (gas models) 5 gallon

SPECIFICATIONS

Powered By:

14”-26” Blade Capacity14”-26” Blade Capacity

GasolineGasoline

ElectricElectric

HydraulicHydraulic

FEATURESFEATURES
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Engine Engine 
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AvailableAvailable



CC2500 control panel shown with 
optional raise/lower control switch

CC2500 OPTIONS

Description Part # Cat #
Water Safety Switch 6047932 47451
Water Safety Switch 

(for saws with newer GX630/660/690 Honda engines) 6041358 58340

Water Pump (electric) 6047933 48432

Spot Light 6047934 48433
Electric Raise/Lower Assembly for Gas Saw 6047967 48002

Electric Raise/Lower Assembly for Electric Saw * 6047970 47467
Electric Raise/Lower Assembly for Hydraulic Saw * 6047980 52974

Hydraulic Raise/Lower Assembly for Gas Saw 6047997 78817
Hydraulic Raise/Lower Assembly for Electric Saw * 6047998 79041

Hydraulic Raise/Lower Assembly for Hydraulic Saw * 6047999 79042
Catalytic Muffler for Honda GX630, GX660 & GX690 2504587 61953
Blade stacking kit-5” flange (for blades 1-1/2” apart) 6010630B 25424

Blade spacing kit-5” flange (for blades 2” apart) 6010631B 25426
Blade spacing kit-5” flange(for blades 4” apart) 6010632B 23197

Flange Lock Kit 6011702A 102737

CC2500 MEDIUM WALK BEHIND SAW

Model # Engine/Motor Make/Model Engine/Motor Power Power 
Source Part # Cat # Blade 

Capacity
Product 
Weight
 (lbs.)

CC2515E3-14 Baldor 15 HP, 230V-3PH Electric 5800400A 48413 14” 700
CC2515E3-14 Baldor 15 HP, 460V-3PH Electric 5800400B 99980 14” 700
CC2515E3-20 Baldor 15 HP, 230V-3PH Electric 5800401A 98001 20” 670
CC2515E3-20 Baldor 15 HP, 460V-3PH Electric 5800401B 93694 20” 660
CC2515E3-26 Baldor 15 HP, 230V-3PH Electric 5800402A 94379 26” 705
CC2515E3-26 Baldor 15 HP, 460V-3PH Electric 5800402B 94409 26” 720
CC2520H-14 Honda® GX630** 20.8 HP, 35.6 Torque (lbs.-ft.) Gas 5800406 48418 14” 600
CC2520H-20 Honda® GX630** 20.8 HP, 35.6 Torque (lbs.-ft.) Gas 5800407 47164 20” 669
CC2520H-26 Honda® GX630** 20.8 HP, 35.6 Torque (lbs.-ft.) Gas 5800408 48419 26” 670
CC2522H-14 Honda® GX690** 22.1 HP, 35.6 Torque (lbs.-ft.) Gas 5801520 29637 14” 610
CC2522H-20 Honda® GX690** 22.1 HP, 35.6 Torque (lbs.-ft.) Gas 5801521 29638 20” 620
CC2522H-26 Honda® GX690** 22.1 HP, 35.6 Torque (lbs.-ft.) Gas 5801522 34013 26” 642
CC2525H-14 Honda® iGX800 (EFI) ** 25 HP Gas 5801451 108196 14” 610
CC2525H-20 Honda® iGX800 (EFI) ** 25 HP Gas 5801452 108197 20” 620
CC2525H-26 Honda® iGX800 (EFI) ** 25 HP Gas 5801453 108198 26” 642

CC2525HY-14 Webster® 25 HP-25 GPM @ 2000 PSI Hydraulic 5800489 48426 14” 610
CC2525HY-20 Webster® 25 HP-25 GPM @ 2000 PSI Hydraulic 5800490 48427 20” 625
CC2525HY-26 Webster® 25 HP-25 GPM @ 2000 PSI Hydraulic 5800491 48428 26” 650
CC2525KC-14 Kohler® Command CH742** 25 HP, 41.2 Torque (lbs.-ft.) Gas 5800597 79036 14” 645
CC2525KC-20 Kohler® Command CH742** 25 HP, 41.2 Torque (lbs.-ft.) Gas 5800598 79037 20” 650
CC2525KC-26 Kohler® Command CH742** + 25 HP, 41.2 Torque (lbs.-ft.) Gas 5800599 78816 26” 665

50 cycle motors available on request. (motor starter switch box included).
** Includes remote cyclone air cleaner. + Right hand sawing only on this 26” model.  Electric start. 
Horsepower and torque as rated by the engine manufacturer.

Not available on electric saw models (CC2515E) or hydraulic saw 

* Includes battery and alternator.

CC2500 BLADE GUARDS

Description Part # Cat #

14” Tapered Mount Blade Guard 6010950 20011

20” Tapered Mount Blade Guard 6010952 08213

26” Tapered Mount Blade Guard 6010954 19322

CC2500CC2500 MEDIUM WALK BEHIND SAW MEDIUM WALK BEHIND SAW

Note: Electric saw do not ship with electric cord or pigtails.
3-Phase powered saws do not include male electric connector for control box
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CC2525KCPCC2525KCP PROPANE WALK BEHIND SAW PROPANE WALK BEHIND SAW

14”-26” Blade Capacity14”-26” Blade Capacity

• Kohler Command EFI engine converted to propane vapor draw
• Rigid high strength 3/16” steel box frame with heavy bar reinforcement
• Two position tilt handle bars
• Self propelled drive for easy cutting
• Screw feed raise and lower with optional power raise and lower
• Cyclone air filter
• Positive gear drive to rear axle via Eaton hydrostatic transmission
• Fits through a 30” door frame

Includes:
depth indicator, Quick disconnect blade flanges, Telescoping front pointer

PropanePropane

Max. Depth of Cut with 14” Blade 4-3/8”
Max. Depth of Cut with 20” Blade 7-3/8”
Max. Depth of Cut with 26” Blade 10-3/8”
Blade Shaft Diameter Varies
Arbor Size 1” with single drive pin
Blade Shaft Drive 5 belts
Blade Mounting Right or Left
Transmission Eaton Model 7
Drive Speed 0-130 feet per minute
Fuel tank (LP with vapor draw) 20lbs., 37lbs. when full

SPECIFICATIONS

CC2525KCP PROPANE WALK BEHIND SAW

Model # Engine Make/Model Engine Power Blade Capacity Part # Cat # Product Weight 
(lbs.)

CC2525KCP-14 Converted  Kohler Command EFI 25 HP 14” 5801441 101515 980
CC2525KCP-20  Converted  Kohler Command EFI 25 HP 20” 5801442 101516 1,030
CC2525KCP-26 Converted  Kohler Command EFI 25 HP 26” 5801443 101517 1,060

Blade not 
included

CC2525KCP OPTIONS

Description Part # Cat #
Hydraulic Power Lift 6047405 101518
Electric Power Lift 6047406 101519

BENEFITS OF E.F.I.
•
• No carburetor related problems
• Reduced issues with bad fuel
• Faster engine start
• EFI’s dynamic feedback loop optimizes fuel economy and 

performance to various operating conditions.

Powered By:

PHASE III

EPA CERTIFIED 
to run propane

FEATURESFEATURES
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CC3535JBVPCC3535JBVP PROPANE WALK BEHIND SAW PROPANE WALK BEHIND SAW

• Briggs Vanguard engine converted to propane vapor draw
• Great mid-size saw for service, utility work and rental
• Jack shaft allows full engine power
• Easy to maneuver self propelled drive
• Engine adjustment mechanism for belt tightening and maintenance
• Strongest frame on the market
• 30% more torque with new jack shaft design
• Fits through a 30” door frame
Includes: Hour meter, Frame lift, Cutting depth indicator, Quick, 
disconnect blade flanges and Telescoping front pointer

Max. Depth of Cut with 14” Blade 4-3/8”
Max. Depth of Cut with 20” Blade 7-3/8”
Max. Depth of Cut with 26” Blade 10-3/8”
Max. Depth of Cut with 30” Blade 12-3/8”
Blade Shaft Diameter 1-3/4”
Arbor Size 1” with single drive pin
Blade Shaft Drive 6 belts
Blade Mounting Right or Left
Blade Raise/Lower Electro-hydraulic pump
Transmission Eaton Model 11
Drive Speed 0-200 feet per minute
Air Filter 4-stage
Fuel tank 33.5lbs, 58lbs. when full

SPECIFICATIONS

CC3535JBVP PROPANE WALK BEHIND SAW

Model # Engine Make/Model Engine Power Blade Capacity Part # Cat # Product Weight 
(lbs.)

CC3535JBVP-14  Converted Briggs® Vanguard 35 HP 14” 5801412 101231 980
CC3535JBVP-20  Converted Briggs® Vanguard 35 HP 20” 5801413 101232 1,030
CC3535JBVP-26 Converted Briggs® Vanguard 35 HP 26” 5801414 101233 1,060
CC3535JBVP-30 Converted Briggs® Vanguard 35 HP 30” 5801415 101234 1,095

Blade not 
included

EPA CERTIFIED 
to run propane

Powered By:

14”-30” Blade Capacity
PropanePropane

See standard options for the CC3535 on page 107
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CC3500 Control Panel
Easy to understand charts with 

blade speeds, depth gauge, blade 
RPM, safety information and more. 



14”-30” Blade Capacity

Gasoline

Electric

• Great mid-size saw for service, utility work and rental
• Jack shaft allows full engine power
• Easy to maneuver self propelled drive
• Engine adjustment mechanism for belt tightening and maintenance
• Strongest frame on the market
• 30% more torque with new jack shaft design (on gas models)
• Fits through a 30” door frame
Includes: Hour meter, Frame lift, Cutting depth indicator, Quick disconnect 
blade flanges, Telescoping front pointer

CC3500 Control Panel 
Shown with Optional Shaft Tachometer.

Ideal for Municipalities 

and Rental Stores!

Blade not included

CC3500CC3500 JACKSHAFT SAW JACKSHAFT SAW

Max. Depth of Cut with 14” Blade 4-3/8”
Max. Depth of Cut with 20” Blade 7-3/8”
Max. Depth of Cut with 26” Blade 10-3/8”
Max. Depth of Cut with 30” Blade 12-3/8”
Blade Shaft Diameter 1-3/4”
Arbor Size 1” with single drive pin
Blade Shaft Drive 6 belts
Blade Mounting Right or Left
Blade Raise/Lower Electro-hydraulic pump
Transmission Eaton Model 11
Drive Speed 0-200 feet per minute
Air Filter 4-stage
Fuel Capacity (gas models) 6 gallon

SPECIFICATIONS

Powered By:

Note: Electric saw do not ship with electric cord or pigtails.
3-Phase powered saws do not include male electric connector for 
control box

110110

FEATURESFEATURES

C
C

3
5
0

0
 

C
C

3
5
0

0
 
S

a
w

S
a
w

BENEFITS OF E.F.I.E.F.I.
•

average vs.carbureted
• No carburetor related problems
• Reduced issues with bad fuel
• Faster engine start
• EFI’s dynamic feedback loop 

optimizes fuel economy and 
performance to various operating 
conditions



575V or 50 cycle motors available on request
(motor starter switch box included).
Quick-release Blades/Flange, Slip-on Blade Guards and Double 
Concave Roller Bearing are standard on all CC3500 models.

DC Travel option to allow movement of the 
saw when the saw is unplugged.

CC3500 WALK BEHIND SAW

Model # Engine/Motor Make/Model Engine/Motor
Power

Power 
Source Part # Cat # Blade 

Capacity
Product 

Weight (lbs.)
CC3535JBV-14 Briggs & Stratton® Vanguard 35 HP Gas 5801305 25324 14” 950
CC3535JBV-20 Briggs & Stratton® Vanguard 35 HP Gas 5801306 25330 20” 1,000
CC3535JBV-26 Briggs & Stratton® Vanguard 35 HP Gas 5801307 25331 26” 1,030
CC3535JBV-30 Briggs & Stratton® Vanguard 35 HP Gas 5801308 25337 30” 1,065
CC3538JK-14 Kohler® Command ECH980 EFI 38 HP Gas 5801166 08003 14” 950
CC3538JK-20 Kohler® Command ECH980 EFI 38 HP Gas 5801167 70826 20” 1,000
CC3538JK-26 Kohler® Command ECH980 EFI 38 HP Gas 5801168 72179 26” 1,030
CC3538JK-30 Kohler® Command ECH980 EFI 38 HP Gas 5801169 100503 30” 1,065
CC3520E3-14 Baldor® 20 HP, 230V-3PH Electric 5800784A 50442 14” 1,005
CC3520E3-14 Baldor® 20 HP, 460V-3PH Electric 5800784B 03729 14” 1,005
CC3520E3-14 Baldor® 20 HP, 575V-3PH Electric 5800784C 03730 14” 1,005
CC3520E3-20 Baldor® 20 HP, 230V-3PH Electric 5800785A 50443 20” 1,070
CC3520E3-20 Baldor® 20 HP, 460V-3PH Electric 5800785B 57116 20” 1,060
CC3520E3-20 Baldor® 20 HP, 575V-3PH Electric 5800785C 03733 20” 1,015
CC3520E3-26 Baldor® 20 HP, 230V-3PH Electric 5800786A 50444 26” 1,025
CC3520E3-26 Baldor® 20 HP, 460V-3PH Electric 5800786B 51919 26” 1,025
CC3520E3-26 Baldor® 20 HP, 575V-3PH Electric 5800786C 03739 26” 1,025
CC3520E3-30 Baldor® 20 HP, 230V-3PH Electric 5800787A 50446 30” 1,070
CC3520E3-30 Baldor® 20 HP, 460V-3PH Electric 5800787B 68486 30” 1,035
CC3520E3-30 Baldor® 20 HP, 575V-3PH Electric 5800787C 03743 30” 1,035

CC3500 OPTIONS

Description Part # Cat #
Water Safety Switch 6047932 47451

Water Pump (electric) 6011032 02506
Parking Brake 6011228 81191

Spot Light 6010112 02427
Shaft Tachometer - 35HP Briggs, 37HP Kohler 6011384A 102445

Shaft Tachometer - 38HP Kohler EFI 6011384B 102444
Spot Light Kit for Soft Start Electric Models 6012182 27477

Blade spacing kit-5” flange 
(for blades 1-1/2” apart) 6010630B 25424

Blade spacing kit-5” flange 
(for blades 2” apart) 6010631B 25426

Blade spacing kit-5” flange
(for blades 4” apart) 6010632B 23197

Lowering Speed Metering Valve 6010227 02480
Catalytic Muffler for 35HP Briggs Vanguard 2505198 102397

Soft Start Controller Add On for 230/460 volt** 6011449A 14278
Soft Start Controller Add On for 575 volt** 6011449B 14279

DC Travel 230/460V for saws without soft start** 6011621 98161
DC Travel 230/460V for saw with soft start** 6011624 33629

Flange Lock Kit 6011702A 102737

Gross horsepower at 3600 RPM per SAEJ1940. Horsepower and Torque as rated by the engine manufacturer.

CC3500 BLADE GUARDS

Description Part # Cat #
14” Tapered Mount Blade Guard 6010950 20011
20” Tapered Mount Blade Guard 6010952 08213
26” Tapered Mount Blade Guard 6010954 19322
30” Tapered Mount Blade Guard 6010956 20456

 ** For electric saws-factory installed only.

CC3500CC3500 JACKSHAFT SAW JACKSHAFT SAW
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CC3700E Starter Box
Large electric saws feature an electric 

motor controller/starter and a 2” 
emergency stop button within easy reach 

of the operator.

• Frame designed for higher torque from high horsepower engines
• Forward position motor for more weight at the blade and less on the operator
• Self propelled with Eaton Model 11 transmission
• Single or three speed models
• Front pivot allows easy turning
• Multi-function control handle
Includes: Electric start, Hour meter, Frame lift, Cutting depth indicator, Quick 
disconnect blade flanges, Telescoping front pointer

Blade not included

DC Travel option to 
allow movement of the 
saw when the saw is 

unplugged.

CC3700E OPTIONS

Description Part # Cat #
Water Safety Switch 6047932 47451

Water Pump (electric) 6011032 02506
Parking Brake 6011228 81191

Spot Light 6010112 02427
Shaft Tachometer 6012168 06788

Spot Light Kit for Soft Start Electric Models 6012182 27477
Blade spacing kit-5” flange (for blades 1.5” apart) 6010630A 23186
Blade spacing kit-5” flange (for blades 2” apart) 6010631A 23187
Blade spacing kit-5” flange (for blades 4” apart) 6010632A 16558

Lowering Speed Metering Valve 6010227 02480
Soft Start Controller Add On for 230/460 volt* 6012187A 14310

Soft Start Controller Add On for 575 volt** 6012187B 14311
DC Travel 230/460V for saws without soft start* 6011620 67929
DC Travel 230/460V for saws with soft start** 6011622 22427
DC Travel 230/460V for saws w/soft start kit 6011623 33640

Flange Lock Kit 6011702A 102737
* For electric saws-factory installed.

Max. Depth of Cut with 14” Blade 4-1/2”
Max. Depth of Cut with 20” Blade 7-1/2”
Max. Depth of Cut with 26” Blade 10-1/2”
Max. Depth of Cut with 30” Blade 11-3/4”
Max. Depth of Cut with 36” Blade 14-3/4”
Max. Depth of Cut with 42” Blade 17-3/4”
Blade Shaft Diameter 1-3/4”
Arbor Size 1” with single drive pin
Blade Shaft Drive 8 belts
Blade Mounting Right or Left
Blade Raise/Lower Electro-hydraulic pump
Transmission Eaton Model 11
Drive Speed 0-200 feet per minute
Dimensions 32.250” wide, 49” tall, 59” long

CC3700ECC3700E ELECTRIC SAW ELECTRIC SAW

SPECIFICATIONS

Powered By:

14”-42” Blade 

Capacity

Electric

FEATURESFEATURES
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CC3700E ELECTRIC WALK BEHIND SAW - Baldor

Model # Motor 
Power Speed Part # Cat # Blade

Capacity
Product Weight 

(lbs.)
CC3725E3-14 25 HP, 230V-3PH Single 5800445A 14306 14” 1,385
CC3725E3-14 25 HP, 460V-3PH Single 5800445B 03765 14” 1,385
CC3725E3-14 25 HP, 575V-3PH Single 5800445C 03781 14” 1,385
CC3725E3-20 25 HP, 230V-3PH Single 5800446A 07869 20” 1,395
CC3725E3-20 25 HP, 460V-3PH Single 5800446B 07870 20” 1,395
CC3725E3-20 25 HP, 575V-3PH Single 5800446C 07878 20” 1,395
CC3725E3-26 25 HP, 230V-3PH Single 5800447A 03782 26” 1,330
CC3725E3-26 25 HP, 460V-3PH Single 5800447B 97597 26” 1,405
CC3725E3-26 25 HP, 575V-3PH Single 5800447C 03783 26” 1,405
CC3725E3-30 25 HP, 230V-3PH Single 5800448A 32087 30” 1,415
CC3725E3-30 25 HP, 460V-3PH Single 5800448B 03797 30” 1,415
CC3725E3-30 25 HP, 575V-3PH Single 5800448C 03805 30” 1,415
CC3725E3-36 25 HP, 230V-3PH Single 5800449A 07716 36” 1,425
CC3725E3-36 25 HP, 460V-3PH Single 5800449B 03811 36” 1,425
CC3725E3-36 25 HP, 575V-3PH Single 5800449C 03829 36” 1,425
CC3730E3-14 30 HP, 460V - 3PH Single 5800381A 14300 14” 1,435
CC3730E3-20 30 HP, 460V - 3PH Single 5800382A 97788 20” 1,325
CC3730E3-26 30 HP, 460V - 3PH Single 5800383A 99455 26” 1,455
CC3730E3-30 30 HP, 460V - 3PH Single 5800384A 15225 30” 1,345
CC3730E3-36 30 HP, 460V - 3PH Single 5800385A 60786 36” 1,425

CC3730E3-3-14 30 HP, 460V - 3PH 3-Speed 5801080A 45113 14” 1,425
CC3730E3-3-14 30 HP, 575V - 3PH 3-Speed 5801080B 45114 14” 1,535
CC3730E3-3-20 30 HP, 460V - 3PH 3-Speed 5801081A 45115 20” 1,535
CC3730E3-3-20 30 HP, 575V - 3PH 3-Speed 5801081B 45117 20” 1,545
CC3730E3-3-26 30 HP, 460V - 3PH 3-Speed 5801082A 44435 26” 1,545
CC3730E3-3-26 30 HP, 575V - 3PH 3-Speed 5801082B 45118 26” 1,405
CC3730E3-3-30 30 HP, 460V - 3PH 3-Speed 5801083A 45119 30” 1,555
CC3730E3-3-30 30 HP, 575V - 3PH 3-Speed 5801083B 45123 30” 1,565
CC3730E3-3-36 30 HP, 460V - 3PH 3-Speed 5801084A 45124 36” 1,565
CC3730E3-3-36 30 HP, 575V - 3PH 3-Speed 5801084B 45125 36” 1,575
CC3730E3-3-42 30 HP, 460V - 3PH 3-Speed 5801085A 45126 42” 1,575
CC3730E3-3-42 30 HP, 575V - 3PH 3-Speed 5801085B 45127 42” 1,575
CC3740E3-20 40 HP, 460V-3PH Single 5800436A 50871 20” 1,435
CC3740E3-26 40 HP, 460V-3PH Single 5800437A 97350 26” 1,325
CC3740E3-30 40 HP, 460V-3PH Single 5800438A 99107 30” 1,455
CC3740E3-36 40 HP, 460V-3PH Single 5800439A 10497 36” 1,345

CC3740E3-3-14 40 HP, 460V-3PH 3-Speed 5801086A 45128 14” 1,425
CC3740E3-3-14 40 HP, 575V-3PH 3-Speed 5801086B 45129 14” 1,425
CC3740E3-3-20 40 HP, 460V-3PH 3-Speed 5801087A 45130 20” 1,535
CC3740E3-3-20 40 HP, 575V-3PH 3-Speed 5801087B 45131 20” 1,535
CC3740E3-3-26 40 HP, 460V-3PH 3-Speed 5801088A 45134 26” 1,545
CC3740E3-3-26 40 HP, 575V-3PH 3-Speed 5801088B 45135 26” 1,545
CC3740E3-3-30 40 HP, 460V-3PH 3-Speed 5801089A 42266 30” 1,405
CC3740E3-3-30 40 HP, 575V-3PH 3-Speed 5801089B 45137 30” 1,555
CC3740E3-3-36 40 HP, 460V-3PH 3-Speed 5801090A 44357 36” 1,565
CC3740E3-3-36 40 HP, 575V-3PH 3-Speed 5801090B 45138 36” 1,565
CC3740E3-3-42 40 HP, 460V-3PH 3-Speed 5801091A 45141 42” 1,575
CC3740E3-3-42 40 HP, 575V-3PH 3-Speed 5801091B 45143 42” 1,575

CC3700E BLADE GUARDS

Description Part # Cat #
14” Tapered Mount Blade Guard 6010950 20011
20” Tapered Mount Blade Guard 6010952 08213
26” Tapered Mount Blade Guard 6010954 19322
30” Tapered Mount Blade Guard 6010956 20456
36” Tapered Mount Blade Guard 6010958 13375
42” Tapered Mount Blade Guard 6010960 08216

CC3700E 3-SPEED RPM

Blade Size Blade RPM
Gear Setting
High, Med, 

Low
Max Cut 
Depth

14” 2,925 H 3-3/4”
20” 2,520 H 6-3/4”
26” 1,950 M 9-3/4”
30” 1,680 M 11-3/4”
36” 1,300 L 14-3/4”
42” 1,120 L 17-3/4”

  CC3700E  CC3700E ELECTRIC SAW ELECTRIC SAW
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CC4948DCVCC4948DCV REAR PIVOT SAW REAR PIVOT SAW

Powered by:

World-class product 
support offered 

through global CAT 
dealer network.

Blade not included14”-36” Blade Capacity14”-36” Blade Capacity

DieselDiesel

FEATURESFEATURES

C
C

4
9

4
8

D
C

V
 

C
C

4
9

4
8

D
C

V
 
S

a
w

S
a
w

Shown with optional front 

kits.

ENGINE 
COMPLIANCE

•
•
• Adjustable blade lowering speed that is dash mounted for quick, precise adjustment
• Single hand sawing control with forward/reverse/raise/lower all in one ergonomic grip
• Pull/twist-lock for differential locking
• Three-speed gearbox is standard
• Four position handle bars set and lock at comfortable, preferred angles
•
• Quick access rear cover screen for inspecting and service with simple latch convenience
• Heavy duty 12” rear thick rubber tread wheels and 8” durable polyurethane tread on front 
• Automatic parking brake with hydraulic activation in stop position gate
• Robust blade shaft offers reliable support from 2 pillow block style, precision ball bearings
• Spline drive PTO gives precision zero side load drive to dampen vibration and shock loads
•
• Sealed electronic protection resists heat, moisture, shock and vibration

Includes: Telescoping front and rear pointers, fuel cooler, oil drain valve, air restriction indicator, travel speed push/pull cable, positive front 



115

CC4948DCVCC4948DCV REAR PIVOT SAW REAR PIVOT SAW
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Advanced Digital 4” DisplayAdvanced Digital 4” Display

Enhanced, rich color graphics for superior visibility in sunlight.  Three view 
modes to choose from: blade speed, engine speed and engine torque.  
Blade over speed alert that warns of blade RPM exceeding safe limit.  
Engine service alerts offer maintenance reminders for optimum engine 
function.

CC4948DCV REAR PIVOT 3-SPEED WALK BEHIND 

DIESEL SAW - 48HP CAT®

Model # Part # Cat # Blade Capacity Product Weight 
(lbs.)

CC4948DCV-3-14 5801390 107976 14” 1,666
CC4948DCV-3-20 5801391 107782 20” 1,673
CC4948DCV-3-26 5801392 107977 26” 1,686
CC4948DCV-3-30 5801393 107978 30” 1,696
CC4948DCV-3-36 5801394 107979 36” 1,706

SPECIFICATIONS

Max. Depth with 14” Blade 4” with 4.5” OD flange at 2800 RPM 
Max. Depth with 20” Blade 7” with 4.5” OD flange at 2600 RPM
Max. Depth with 26” Blade 10” with 5” OD flange at 2000 RPM
Max. Depth with 30” Blade 12” with 5” OD flange at 1700 RPM
Max. Depth with 36” Blade 15” with 6” OD flange at 1400 RPM
Engine Brand/Model CAT C1.7 (DIT)

Engine Specification 1,7 liter, 3 cylinder liquid-cooled, turbo 
diesel

Max Engine Power 48.3 HP @ 2800 RPM (CAT rating)
Peak Engine Torque 122.8 ft.-lbs. (165 Nm) @ 1800 RPM
Blade Arbor Size 1” diameter with drive pin
Blade Flange Type Quick disconnect

Blade Shaft 1-3/4” OD with left/right side blade 
mounting

Blade Shaft Drive 8 V-Belts (3VX)

Blade Raise & Lower Electro-hydraulic power unit push 
button control

Blade Depth Control Electronic depth indicator and depth 
stop

Drive Speed 0-300 FPM (3.5 mph) forward/reverse

Rear Wheel Transmission Hydraulic motor mounted to locking 
differential

Parking Brake Automatic hydraulic lock at stop 
position

Saftey Alerts Emergency stop, blade over-speed, 
neutral start

Front Wheel Dimensions 8” x 3” with 1/2” poly tread 
(sealed ball bearings)

Rear Wheel Dimensions 12” x 3” with 1” rubber tread 
(quick disconnect bushing)

CC4948DCV BLADE GUARDS

Description Part # Cat #
14” Straight Mounted Blade Guard 6045419 36389
20” Straight Mounted Blade Guard 6045420 36388
26” Straight Mounted Blade Guard 6045421 36387
30” Straight Mounted Blade Guard 6056670 21487
36” Straight Mounted Blade Guard 6056671 25835

CC4948DCV OPTIONS

Description Part # Cat #

Water Pump (electric, self-priming) 6001051 102375

LED Light Bar Assembly 6001060 103395

LED Spot Light Assmbly 6001050 103394

ASO Valve Assembly 6056037 04283



CC5048DCCC5048DC FRONT PIVOT SAW FRONT PIVOT SAW

•
•
• Adjustable blade lowering speed that is dash mounted for quick, precise adjustment
• Single hand sawing control with forward/reverse/raise/lower all in one ergonomic grip
• Three position handle bars set and lock at comfortable, preferred angles
•
• Quick access rear cover screen for inspecting and service with simple latch convenience
• Heavy duty wheels with durable polyurethane tread on front and thick rubber tread on the rear
• Automatic parking brake with hydraulic activation in stop position gate
• Robust blade shaft offers reliable support from 2 pillow block style, precision ball bearings
• Spline drive PTO gives precision zero side load drive to dampen vibration and shock loads
•
• Sealed electronic protection resists heat, moisture, shock and vibration

Includes: Telescoping front and rear pointers, fuel cooler, low coolant level sensor, oil drain 
valve, air restriction indicator, travel speed push/pull cable, positive front axle depth stop, 

Powered by:
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14”-42” Blade Capacity14”-42” Blade Capacity

DieselDiesel

World-class product 
support offered 

through global CAT 
dealer network.

FEATURESFEATURES
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Blade not included

ENGINE 
COMPLIANCE

1.7 liter models

 COMPLIANT

TIER 4

2.2 liter models

2 ENGINE TYPES

BOTH 48HP



CC5048DCCC5048DC FRONT PIVOT SAW FRONT PIVOT SAW

SPECIFICATIONS

Max. Depth with 14” Blade 4.75” with 4.5” OD flange at 2800 RPM 
Max. Depth with 20” Blade 7.75” with 4.5” OD flange at 2600 RPM
Max. Depth with 26” Blade 10.5” with 5” OD flange at 2000 RPM
Max. Depth with 30” Blade 12.5” with 5” OD flange at 1700 RPM
Max. Depth with 36” Blade 15” with 6” OD flange at 1400 RPM
Max. Depth with 42” Blade 17.5” with 7” OD flange at 1200 RPM
Engine Brand/Model CAT C1.7 or C2.2 (DIT)

Engine Specification 1,7 liter, 3 cylinder or 2.2 liter, 4 cylinder, 
liquid-cooled, turbo diesel

Max Engine Power 48.3 HP (C1.7), 48.8 HP (C2.2) 
@ 2800 RPM (CAT rating)

Peak Engine Torque 122.8 ft.-lbs. (165 Nm) @ 1800 RPM
Blade Arbor Size 1” diameter with drive pin
Blade Flange Type Quick disconnect
Blade Shaft 1-3/4” OD with left/right side blade mounting
Blade Shaft Drive 8 V-Belts (3VX)
Blade Raise & Lower Electro-hydraulic power unit with push button control
Blade Depth Control Electronic depth indicator and depth stop
Drive Speed 0-220 FPM (2.5 mph) forward/reverse
Rear Wheel Transmission Hydraulic pump driving dual wheel motors
Parking Brake Automatic hydraulic lock at stop position
Saftey Alerts Emergency stop, blade over-speed, neutral start
Front Wheel Dimensions 8” x 3” with 1/2” poly tread (sealed ball bearings)
Rear Wheel Dimensions 10” x 3” with 1” rubber tread (quick disconnect bushing)
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CC5048DC BLADE GUARDS

Description Part # Cat #
14” Tapered Mount, Slip-On Blade Guard 6010950 20011
20” Tapered Mount, Slip-On Blade Guard 6010952 08213
26” Tapered Mount, Slip-On Blade Guard 6010954 19322
30” Tapered Mount, Slip-On Blade Guard 6010956 20456
36” Tapered Mount, Slip-On Blade Guard 6010958 13375
42” Tapered Mount, Slip-On Blade Guard 6010960 08216

CC5048DC OPTIONS

Description Part # Cat #
Water Pump (electric, self-priming) 6001051 102375

Oil Bath Blade Shaft Upgrade 6001072 102410
Lighting Package (spot, bar, and dual 

marker lights) 6001070 102411

Auto Water System Kit 6001052 102376
Water Pressure Switch Kit 6001053 102377

Quick Set Power Handle Bar Upgrade 6001073 102412
Slurry Shield Kit (side shield, 

undercarriage flap) 6001074 102413

Weight Kit (56 lbs. rear weight) 6001058 102378
Folding Foot Rest 6001075 102414

Air Pre-Cleaner Upgrade 6001078 102415

Advanced Digital 4” Display

Enhanced, rich color graphics for superior visibility 
in sunlight. Three view modes to choose from: blade 
speed, engine speed and engine torque. Blade over 
speed alert that warns of blade RPM exceeding 
safe limit.  Engine service alerts offer maintenance 
reminders for optimum engine function.

* With blade guard and full fuel tank - no blade
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CC5048DC BLADE OPTIONS
Description Part # Cat #

Blade Stacking Kit (up to 1-1/2” width) 6010630A 23186
Blade Spacing Kit (up to 2” width) 6010631A 23187
Blade Spacing Kit (up to 4” width) 6010632A 16558

CC5048DC WALK BEHIND 

DIESEL SAW 48HP CAT® (2.2 liter)

Model # Speed Part #
 (2.2 liter)

Cat #
(2.2 liter)

Blade 
Capacity

Product 
Weight 
(lbs.)

CC5048DC-14 Single 5801420 102360 14” 1,703
CC5048DC-20 Single 5801421 102361 20” 1,713
CC5048DC-26 Single 5801422 101014 26” 1,735
CC5048DC-30 Single 5801423 102363 30” 1,743
CC5048DC-36 Single 5801424 102364 36” 1,764
CC5048DC-42 Single 5801425 102365 42” 1,785

CC5048DC-3-14 Three 5801430 105045 14” 1,703
CC5048DC-3-20 Three 5801431 105046 20” 1,713
CC5048DC-3-26 Three 5801432 104363 26” 1,735
CC5048DC-3-30 Three 5801433 105048 30” 1,743
CC5048DC-3-36 Three 5801434 104049 36” 1,764
CC5048DC-3-42 Three 5801435 105050 42” 1,785

CC5048DCV WALK BEHIND 

DIESEL SAW 48HP CAT® (1.7 liter)

Model # Speed Part #
(1.7 liter)

Cat # 
(1.7 liter)

Blade 
Capacity

Product 
Weight 
(lbs.)

CC5048DCV-14 Single 5801570 107939 14” 1,603
CC5048DCV-20 Single 5801571 107940 20” 1,613
CC5048DCV-26 Single 5801572 107941 26” 1,635
CC5048DCV-30 Single 5801573 107942 30” 1,643
CC5048DCV-36 Single 5801574 107943 36” 1,664
CC5048DC-42 Single 5801575 107944 42” 1,685

CC5048DCV-3-14 Three 5801576 107945 14” 1,603
CC5048DCV-3-20 Three 5801577 107946 20” 1,613
CC5048DCV-3-26 Three 5801578 107947 26” 1,635
CC5048DCV-3-30 Three 5801579 107948 30” 1,643
CC5048DCV-3-36 Three 5801580 107949 36” 1,664
CC5048DCV-3-42 Three 5801581 107950 42” 1,685



CC5555GKCC5555GK REAR PIVOT SAW REAR PIVOT SAW

• Kubota® liquid-cooled gasoline WG1605 LSI engine that is 
fully complaint with EPA regulations

• Murphy PV480, 4.3” controller display 
• Easy to maneuver rear-pivot self-propelled drive
• 4-position handlebar setup (0°, 15°, 30°, 45°)
• 3-Speed gear box standard
• Pull/twist-lock for rear positraction and transmission neutral
•
• Heavy duty crated steel frame base for increased rigidity
• Square tube skeletal upright frame for improved strength
• Removable access panels for easy, access to speed 

routine maintenance
• Electronic depth display and stop function
• Toggle switch throttle control

Includes: Blade shaft tachometer, Hour meter, Frame lift, 
Cutting depth indicator, Quick disconnect blade flanges, 
Telescoping front pointer, AGM gel battery, Removable panels

Powered By:

Max. Depth of Cut with 14” Blade 3-3/4”

Max. Depth of Cut with 20” Blade 6-3/4”

Max. Depth of Cut with 26” Blade 9-3/4”

Max. Depth of Cut with 30” Blade 11-3/4”

Max. Depth of Cut with 36” Blade 14-3/4”

Arbor Size 1” with single drive pin

Blade Shaft Drive 7 belts

Blade Mounting Right or Left

Blade Raise/Lower Electro-hydraulic pump

Fuel Tank 5.5 gallon with digital fuel display

Transmission Eaton Model 7

Drive Speed 0-368 feet per minute

Blade not included

SPECIFICATIONS

14”-36” Blade 14”-36” Blade 

CapacityCapacity

GasolineGasoline

Model WG1605

FEATURESFEATURES
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CC5555GK Control Panel
Detailed control panel for easy operator use.  

Electronic engine controls for clean running and lower 
operating costs.

CC5555GK REAR PIVOT WALK BEHIND GAS SAW 57HP Kubota®

(3-Speed)

Model # Part # Cat # Blade 
Capacity

Product Weight 
(lbs.)

CC5555GK-3-14 5802300 84977 14” 1,390

CC5555GK-3-20 5802301 84978 20” 1,400

CC5555GK-3-26 5802302 56861 26” 1,410

CC5555GK-3-30 5802303 84985 30” 1,420

CC5555GK-3-36 5802304 56912 36” 1,430

CC5555GK OPTIONS

Description Part # Cat #

Water Pump (electric) 6056019 94182

Spot Light 6056035 102394

ASO Water Flow Control Valve 6056037 04283

Blade spacing kit-5” flange (for 
blades 1-1/2” apart) 6010630A 23186

Blade spacing kit-5” flange (for 
blades 2” apart) 6010631A 23187

Blade spacing kit-5” flange (for 
blades 4” apart) 6010632A 16558

CC5555GK BLADE GUARDS

Description Part # Cat #

14” Straight Mounted Blade Guard 6045419 36389

20” Straight Mounted Blade Guard 6045420 36388

26” Straight Mounted Blade Guard 6045421 36387

30” Straight Mounted Blade Guard 6056670 21487

36” Straight Mounted Blade Guard 6056671 25835

57 Hp (@ 3600 RPM) Kubota® liquid-cooled engine Horsepower and torque as rated by the engine manufacturer.

CC5555GKCC5555GK REAR PIVOT SAW REAR PIVOT SAW
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